Griffin Residence & Accessory Structure

Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056

San Diego Office:
9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545

oneworldarchitecture.com

TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
( t DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.
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= 5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
B CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

LTI

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

N 7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
N7 ORLD SHOW CONFIGURATION, QUANTITY, AND GENERAL
/@ ARCHITECTURE TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC

" i PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
i W N AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.

/@ ARCHITECTURE

APN: 448-352-28-00 ADDRESS OWNER/PERMIT HOLDER: ARCHITECTURAL DRAWINGS | -
4775 PESCADERO AVENUE
LEGAL DESCRIPTION: SAN DIEGO, CA 92107 LUKE GRIFFIN C0.1 COVER SHEET m
BLOCK 41. LOTS 43 & 44
DATE BUILT: 1939 4775 PESCADERO AVENUE C0.2 NOTES & STANDARDS v Q
SAN DIEGO, CA 92107 C0.3 SITE PLAN e :C5 o
CONSTRUCTION TYPE: v —€0-4—PHOTOSRAPHIE-SURVEY— (NOT USED) v o 'C\J S
UNPROTECTED ARCHITECT: C0.5 BMP FORMS & PLAN v 3: S -
Al (00
OCCUPANCY TYPE: ONE WORLD ARCHITECTURE A1.0 DEMOLITION PLANS m o O o~
RESIDENTIAL KEN PAREL-SEWELL, PRINCIPAL Al1  PROPOSED 1ST FLOOR PLANS b 1
9826 OGRAM DRIVE A2.1 PROPOSED 2ND FLOOR PLANS o < g
. i LA MESA, CA 91941 : - O
SCOPE OF WORK ZONE: RM-1-1 C & N
619.567.7545 A31 PROPOSED ROOF PLANS . £ O o I
PROPOSED WORK INCLUDES: SITE AREA: 7,500 SF =0 20
RESPONSIBLE FOR PREPARATION OF PLANS A41  EXTERIOR ELEVATIONS (MAIN HOUSE) E - QO 8 g
1. ADDITION & RENOVATION OF AN EXISTING SINGLE FAMILY HOUSE (INCLUDES ADDITION OF EXISTING BUILDING AREA: A4.2  EXTERIOR ELEVATIONS (ACCESSORY STRUCTURE - Oa e N
PACIFIC OCEAN A NEW SECOND FLOOR OVER EXISTING FIRST FLOOR). HOUSE 1ST FLOOR: 1,222 GSF L g ﬂ Z
GARAGE 1ST FLOOR: 671 GSF G S N % o
2. EXPANSION & RENOVATION OF AN EXISTING DETACHED GARAGE, INCLUDING THE < unv <
ADDITION OF A SECOND FLOOR COMPANION UNIT ABOVE EXISTING GARAGE. PROPOSED BUILDING AREA:
HOUSE 15T FLOOR: 12 G I
3. THE FIRST FLOOR OF DETACHED GARAGE SHALL INCLUDE A PROPOSED NON-HABITABLE HOUSE 2ND FLOOR: 782 GSF PRINT DATE: MARCH 12, 2020
ACCESSORY UNIT (INCLUDING A WORKSHOP AND BATHROOM). CARAGE 167 FLOOR PROJECT PHASE: COASTAL DEVELOPMENT
(STORAGE): 112 GSF PERMIT
COMPANION UNIT
(ABOVE GARAGE): 849 SF rev. date. remark
TOTAL BUILDING AREAS: CODE COMPLIANCE
HOUSE: 1,992 GSF
GARAGE: 783 GSF
COMPANION UNIT: 849 GSF PROJECT DESIGNED TO COMPLY WITH THE _
FOLLOWING CODES:
TOTAL GROSS SQ FT: 3,624 GSF
2016 CALIFORNIA RESIDENTIAL CODE CERTI FICATION
TOTAL LANDSCAPE AREA: 3,174 SF 2016 CALIFORNIA GREEN BUILDING I HEREBY CERTIFY THAT THESE DRAWINGS AND
STANDARDS CODE SPECIFICATIONS WERE PREPARED UNDER MY
SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
FLOOR AREA RATIO (F.A.R.) 2016 CALIFORNIA MECHANICAL CODE CONEORM TO THE CURRENTLY ADOPTED BUILDING
MAX FAR.: 75 2016 CALIFORNIA PLUMBING CODE CODES OF SAN DIEGO, CALIFORNIA.
EXISTING FAR 25 2016 CALIFORNIA ELECTRICAL CODE
PROPOSED FAR.: 48 2016 CALIFORNIA FIRE CODE
2016 CALIFORNIA BUILDING ENERGY DATE
MAX BUILDING HEIGHT: 30’ EFFICIENCY STANDARDS
NEW CONST HEIGHT:
HOUSE: 24"
GARAGE/COMPANION UNIT: 28'-8 1/2"
EASEMENTS: NONE
REQUIRED SET BACKS:
MIN FRONT: 15’
STANDARD FRONT: 20"
MIN SIDE: 5
STANDARD SIDE: 8’
REAR: 5

PARKING REQUIREMENTS:
REQUIRED: 2 OFF STREET SPACES
PROVIDED: 2 SPACES IN EXISTING
GARAGE + 1 ADDITIONAL SPACE OFF
ALLEY

EXISTING FIRE SPRINKLER SYSTEM:
NONE IN EXISTING PRIMARY UNIT.

NO SPRINKLER SYSTEM REQUIRED IN
COMPANION UNIT PER SD TECHNICAL
BULLETIN RESD-3-1




GROUND FAULT INTERRUPTER

BBREVIATIONS
G AT
& AND
ABV. ABOVE
A/C AIR CONDITIONING
ACT. ACOUSTICAL
AD AREA DRAIN
ADJ. ADJACENT
AFF. ABOVE FINISH FLOOR
AGG. AGGREGATE
ALUM. ALUMINUM
ALT. ALTERNATE
ANOD. ANODIZED
APPD. APPROVED
APPROX. APPROXIMATELY
AVG. AVERAGE
BD. BOARD
BLDG. BUILDING
BLK. BLOCK
BLK'G. BLOCKING
BLW BELOW
B/ OR BOT BOTTOM
CAB./CABT.  CABINET
CBC CALIFORNIA BUILDING CODE
CCR CALIFORNIA CODE OF REGULATIONS
CEC CALIFORNIA ELECTRIC CODE
CF CUBIC FEET
CFC CALIFORNIA FIRE CODE
CLG. CEILING
CJ. CONTROL JOINT
CLR. CLEAR
CL. CENTERLINE
CMC CALIFORNIA MECHANICAL CODE
CMU CONCRETE MASONRY UNIT
CNTR. COUNTER
C.0. CASED OPENING
COL. COLUMN
Cw. COLD WATER
COMP. COMPOSITION
CONC. CONCRETE
CONN. CONNECTION
CONSTR. CONSTRUCTION
CONT. CONTINUOUS
CONTR. CONTRACTOR
COORD. COORDINATE
CPC CALIFORNIA PLUMBING CODE
CT. CERAMIC TILE
DB. DECIBEL
DEMO. DEMOLITION
DET. DETAIL
DEPT. DEPARTMENT
DIA. DIAMETER
DIM. DIMENSION
DIV. DIVISION
DW. DISHWASHER
DR. DOOR
DO. DOOR OPENING
DBL. DOUBLE
DN. DOWN
DWG. DRAWING
EA. EACH
ELEC. ELECTRIC/ELECTRICAL
ELEV. ELEVATION
EMER. EMERGENCY
EQ. or = EQUAL
EQUIP. EQUIPMENT
EXH. EXHAUST
EX/EXIST EXISTING
EJ. EXPANSION JOINT
EXT. EXTERIOR
EIFS. EXTERIOR INSUL. FINISH SYSTEM
FRP. FIBERGLASS REINFORCED PNL
FA. FIRE ALARM
FACP FIRE ALARM CONTROL PANEL
FF. FINISHED FLOOR
FG. FIXED GLASS
FIXT. FIXTURE
FEC. FIRE EXTINGUISHER CABINET
FH. FIRE HYDRANT
FIREPFG. FIREPROOFING
FIN. FINISH
FLR. FLOOR
FD. FLOOR DRAIN
FLUOR. FLUORESCENT
FC. FOOT CANDLE
FAU FORCED AIR UNIT
GA. GAUGE
GALV. GALVANIZED
GC. GENERAL CONTRACTOR
GL. GLASS
GLB. GLUED LAMINATED BEAM

GFI.
GYP/GYP BD

HDWR.
HDWD.
HTG.
HVAC

BD. GYPSUM WALLBOARD

HARDWARE

HARDWOOD

HEATING
HEATING/VENTILATION/AIR

CONDITIONING

HT.

HC

HM.
HORZ.

HB
HW./HWR.
HR.
HSKPG.

INCL.
INFO.
INF.
ID.
INSUL.
INT.
JT.

JB.

LAM.
LVL.
LT./LTG.
LF.

MH.
MFR.
MATL.
MAX.
MECH.
MTL.
MWK.
MIN.
MIR.
MISC.
MOD.
MTD.

(N)
NEC
NIC.
N/A
NTS.

O.C.
O.A.
OPNG.
OPP.
O.D.
o/
OFD.
OH.

PNT.
PNL.
PR.
PART.
PVMT.
PERF.
PLAM.
PLB.
PLYWD
PVC.
LB.

PSF

PP.
PREFAB.
PREP.
PT.

QTy.
QrT.

RAD.
RTD.
RECPT.
REF.
REFR.
REINF.
REQ'D
REQ'MNTS.
RET.
REV.

R.

RD.
RM.
RO.

SAN.
SCHED.

HEIGHT

HOLLOW CORE / HANDICAP
HOLLOW METAL
HORIZONTAL

HOSE BIBB

HOT WATER/RETURN

HOUR

HOUSEKEEPING

INCLUDED
INFORMATION
INFRARED

INSIDE DIAMETER
INSULATION
INTERIOR

JOINT
JUNCTION BOX

LAMINATE

LAMINATED VENEER LUMBER
LIGHT/LIGHTINGP

LINEAL FOOT

MAN HOLE
MANUFACTURER
MATERIAL
MAXIMUM
MECHANICAL
METAL
MILLWORK
MINIMUM
MIRROR
MISCELLANEOUS
MODIFY
MOUNTED

NEW

NATIONAL ELECTRIC CODE
NOT IN CONTRACT

NOT APPLICABLE

NOT TO SCALE

ON CENTER
OUTSIDE AIR
OPENING
OPPOSITE
OUTSIDE DIAMETER
OVER

OVERFLOW DRAIN
OVERHEAD

PAINT

PANEL

PAIR

PARTITION

PAVEMENT
PERFORATED

PLASTIC LAMINATE
PLUMBING

PLYWOOD

POLY VINYL CHLORIDE
POUND

POUNDS PER SQUARE FOOT
POWER POLE
PREFABRICATED
PREPARE

PRESSURE TREATED

QUANTITY
QUARRY TILE

RADIUS

RATED
RECEPTACLE
REFERENCE OR REFER
REFRIGIERATOR
REINFORCING
REQUIRED
REQUIREMENTS
RETAINING
REVISE, REVISION
RISER

ROOF DRAIN
ROOM

ROUGH OPENING

SANITARY
SCHEDULE

SECT.
S.W.
SHT.
SHLVS.
SHWR.
SIM.
SD

SC.
SPECS.
SPLR.
SF

SQ.
S.S.
STD.
STL.
SDR.
STOR.
STRUCT.
SUSP.

TEL.
TV
TEMP.
TPO
T&6G
T/

T.
TYP.

UNO

V.B.
VENT.
VNR.
VERT.
VIF.
VCT

W.
WC.
WH.
WP.
W/
W/O
WD.

YD.

SECTION
SHEARWALL

SHEET

SHELVES

SHOWER

SIMILAR

SMOKE DETECTOR
SOLID CORE
SPECIFICATIONS
SPRINKLER

SQUARE FOOT/FEET
SQUARE

STAINLESS STEEL
STANDARD

STEEL

STORM DRAIN
STORAGE
STRUCTURE/STRUCTURAL
SUSPENDED

TELEPHONE

TELEVISION

TEMPORARY
THERMOPLASTIC POLYOLEFIN
TONGUE & GROOVED

TOP

TREAD

TYPICAL

UNLESS NOTED OTHERWISE

VAPOR BARRIER
VENTILATION

VENEER

VERTICAL

VERIFY IN FIELD

VINYL COMPOSITION TILE

WASHER
WATER CLOSET
WATER HEATER
WATERPROOF
WITH
WITHOUT
WOOD

YARD

SYMBOLS LEGEND

1 I DRAWING TITLE

SCALE :: 1/4"=1-0"

[ ] EXISTING WALL TO REMAIN
~— T ] EXISTING WALL TO BE DEMO'D
B N\ EXTERIOR WALL
[ NEW INTERIOR WALL
B NEW EXTERIOR CLADDING

W-01) WINDOW

DOOR

KEYNOTE

WILD LAND URBAN INTERFERENCE

ALL MATERIALS LISTED SHALL COMPLY WITH THE REQUIREMENTS OF CBC CHAPTER7A &
CRC R327 AND ARE LISTED AND

APPROVED ASSEMBLIES OR MATERIALS BY THE OFFICE OF THE STATE FIRE MARSHAL. PRIOR
TO BUILDING PERMIT FINAL

APPROVAL, THE PROPERTY SHALL BE IN COMPLIANCE WITH THE VEGETATION
MANAGEMENT REQUIREMENTS, COMMONLY

CALLED "DEFENSIBLE SPACE", PRESCRIBED IN CALIFORNIA PUBLIC RESOURCES CODE 4291

METAL ROOFING: CLASS A MECHANICALLY SEAMED

COMPOSITION SHINGLE ROOFING: 50 YEAR CLASS A

MODIFIED BITUMEN ROOFING:
MODIFIED BITUMEN ROOFING

CLASS A, APP TORCH DOWN MULTI-PLY

HORIZONTAL SIDING MIN. 1X8 WESTERN RED CEDAR W/ 1/4" SQ.
EDGE REVEAL SHIP LAP, AN ADDITIONAL FACE

NAIL SHALL BE INSTALLED 1" FROM SHIPLAP
EDGE.

SHINGLE SIDING CEDAR VALLEY "CALIFORNIA STACK" 1-COURSE
SHINGLE SIDING PANEL 4 - 1/4" OR GREATER EXPOSURE
INSTALLED OVER 7/16" MIN. OSB

WINDOWS MTL. CLAD WOOD WINDOWS IN COMPLIANCE
W/ CBC CH.7A
DOORS SOLID WOOD OR MTL. CLAD WOOD IN

COMPLIANCE W/ CBC CH. 7A

FLOOR PROJECTIONS AND SOFFITS 1X8 T&G CEDAR DECKING INSTALLED O/ 5/8" EXT.
RATED GYP SHEATHING OR SIM. MATERIAL IN
COMPLIANCE W/ CBC CH. 7A.

EXPOSED TIMBER FRAMED SOFFITS
DECKING

MINIMUM 6X8 EXPOSED RAFTERS W/ 2X8 T&G

FIRE PROTECTION NOTES

1. BUILDINGS UNDERGOING CONSTRUCTION, ALTERATION OR DEMOLITION SHALL BE IN
ACCORDANCE WITH CFC ARTICLE 87.

2. AT LEAST ONE FIRE EXTINGUISHER WITH A MINIMUM RATING OF

2-A-10B:C SHALL BE PROVIDED WITHIN 75 FEET MAXIMUM TRAVEL DISTANCE FOR EACH
6,000 SQUARE FEET OR ORTION THEREOF ON EACH FLOOR (CFC SECT.1002, UFC STANDARD
10-1, CCR TITLE 19 SECT.3.29)

3. COMPLETE PLANS AND SPECIFICATIONS FOR FIRE ALARM SYSTEMS, FIRE EXTINGUISHER
SYSTEMS, INCLUDING AUTOMATIC SPRINKLERS AND OTHER FIRE PROTECTION SYSTEMS
SHALL BE SUBMITTED TO FIRE AND LIFE SAFETY FOR REVIEW AND APPROVAL PRIOR TO
INSTALLATION.

4. PLANS FOR ALL FIXED FIRE PROTECTION EQUIPMENT, SUCH AS STANDPIPES, SPRINKLER
SYSTEMS AND FIRE ALARM SYSTEMS, MUST BE SUBMITTED TO, AND APPROVED BY, THE FIRE
PREVENTION BUREAU BEFORE THIS EQUIPMENT IS INSTALLED.

5. FIRE AND/OR SMOKE DAMPER ASSEMBLIES, INCLUDING SLEEVES, AND INSTALLATION
PROCEDURES SHALL BE APPROVED BY THE BUILDING INSPECTOR PRIOR TO INSTALLATION.

6. ADDRESS SHALL BE PROVIDED FOR ALL NEW AND EXISTING BUILDINGS IN A POSITION AS
TO BE PLAINLY VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE PROPERTY.
[CFC 901.4.4 FHPS POLICY P-00-6]

7. DECORATIVE MATERIALS SHALL BE MAINTAINED IN A FLAME-RETARDANT CONDITION. [CAL
CODE OF REGS. TITLE 19, 3, 08, 3.21 CFC 2501.5]

SMOKE DETECTOR NOTES

SMOKE ALARMS IN EXISTING AREAS NEED NO BE INTERCONNECTED AND HARD WIRED
WHERE THE ALTERATIONS OR REPAIR DOES NOT RESULT IN THE REMOVAL OF INTERIOR
WALL OR CEILING FINISHES EXPOSING THE STRUCTURE, UNLESS THEERE IS AN ATTIC, CRAWL
SPACE OR BASEMENT AVAILABLE WHICH COULD PROVIDE ACCESS FIR HARD WIRING AND
INTERCONNECTION WITHOUT THE REMOVAL OF INTERIOR FINISHES (SECTION R314.3.1)

EXISTING SMOKE ALARMS THAT ARE MORE THAN 10 YEARS OLD WILL BE REPLACED.

CARBON MONOXIDE ALARMS IN EXISTING AREAS NEED NO BE INTERCONNECTED AND HARD
WIRED WHERE THE ALTERATIONS OR REPAIR DOES NOT RESULT IN THE REMOVAL OF
INTERIOR WALL OR CEILING FINISHES EXPOSING THE STRUCTURE, UNLESS THEERE IS AN
ATTIC, CRAWL SPACE OR BASEMENT AVAILABLE WHICH COULD PROVIDE ACCESS FIR HARD
WIRING AND INTERCONNECTION WITHOUT THE REMOVAL OF INTERIOR FINISHES (SECTION
R315.2)

ATTIC VENTILATION OPENING SHALL BE COVERED WITH CORROSION-RESISTANT METAL
MESH WITH 1/16: MINIMUM TO 1/4" MAXIMUM OPENINGS.

SITE DEVELOPMENT (4.106):
STORM WATER DRAINAGE MANAGEMENT PLAN SHALL BE IMPLEMENTED DURING CONSTRUCTION

INDOOR WATER USE (4.303):

MAXIMUM PLUMBING FIXTURE FLOW REQUIREMENTS SHALL BE AS FOLLOWS:
SHOWER HEADS: 2GPM

LAVATORY FAUCETS: 1.5 GPM

KITCHEN FAUCETS: 1.8 GPM

WATER CLOSETS: 1.28 GALLONS/FLUSH

WHEN A SHOWER IS SERVED BY MORE THAN ONE SHOWER HEAD, THE COMBINED FLOW RATE OF
ALL SHOWER HEADS CONTROLLED BY A SINGLE VALVE SHALL NOT EXCEED 2.0 GALLONS PER
MINUTE AT 80 PSI.

OUTDOOR WATER USE (4.304):
AUTOMATIC IRRIGATION SYSTEM CONTROLLERS INSTALLED AT THE TIME OF FINAL INSPECTION
SHALL BE WEATHER BASED.

4.304.1: NEW RESIDENTIAL DEVELOPMENTS WITH A LANDSCAPE AREA OVER 500 SQ FT SHALL
COMPLY WITH ONE OF THE FOLLOWING:
1) LOCAL WATER EFFICIENT LANDSCAPE ORDINANCE OR CURRENT CALIFORNIA
DEPARTMENT OF WATER RESOURCES’ MODEL WATER EFFICIENT LANDSCAPE ORDINANCE
(MWELO)
2) LANDSCAPE AREAS LESS THAN 2500 SQ. FT. MAY COMPLY WITH MWELO'S APPENDIX D
PRESCRIPTIVE COMPLIANCE OPTION.

ENHANCED DURABILITY AND REDUCED MAINTENANCE (4.406):

ANNULAR SPACES AROUND PIPES, ELECTRICAL CABLES, CONDUITS OR OTHER OPENINGS IN
PLATES AT EXTERIOR WALLS SHALL BE PROTECTED AGAINST THE PASSAGE OF RODENTS BY
CLOSING SUCH OPENINGS WITH CEMENT MORTAR, CONCRETE MASONRY OR SIMILAR METHOD
ACCEPTABLE TO THE ENFORCING AGENCY.

CONSTRUCTION WASTE REDUCTION, DISPOSAL AND RECYCLING (4.408):

A MINIMUM OF 60% OF THE CONSTRUCTION WASTE GENERATED AT THE SITE IS DIVERTED TO
RECYCLE OR SALVAGE. THIS IS ACHIEVED BY USING COUNTY CERTIFIED LAND FILLS OR
IMPLEMENTATION OF A WASTE MANAGEMENT PLAN. WASTE MANAGEMENT PLAN SHALL BE
APPROVED BY ENVIRONMENTAL SERVICES DIVISION.

4.4 BUILDING MAINTENANCE AND OPERATION

4.410.1 BEFORE FINAL INSPECTION, A COMPLETE OPERATION AND MAINTENANCE MANUAL SHALL
BE PROVIDED TO THE BUILDING OCCUPANT OR OWNER. CONTRACTOR OR OWNER SHALL SUBMIT
AN AFFIDAVIT THAT CONFIRMS THE DELIVERY OF SUCH.

THE MANUAL SHALL INCLUDE THE FOLLOWING:
1) DIRECTION TO THE BUILDING OWNER OR OCCUPANT THAT THE MANUAL SHALL REMAIN
WITH THE BUILDING FOR THROUGHOUT THE LIFECYCLE OF THE STRUCTURE.
2) OPERATION & MAINTENANCE INSTRUCTIONS FOR THE FOLLOWING:
a) EQUIPMENT AND APPLIANCES, INCLUDING WATER-SAVING DEVICES AND
SYSTEMS, HVAC SYSTEMS, PV SYSTEMS, EV CHARGERS, WATER-HEATING SYSTEMS
AND OTHER MAJOR APPLIANCES & EQUIPMENT.
b) ROOF AND YARD DRAINAGE, INCLUDING GUTTERS & DOWNSPOUTS.
c) SPACE CONDITIONING SYSTEMS, INCLUDING CONDENSERS AND AIR FILTERS.
d) LANDSCAPE IRRIGATION SYSTEMS.
e) WATER RE-USE SYSTEMS.
3) INFORMATION FROM LOCAL UTILITY, WATER, AND WASTE RECOVERY PROVIDERS ON
METHODS TO FURTHER REDUCE RESOURCE CONSUMPTION, INCLUDING RECYCLE
PROGRAMS AND LOCATIONS.
4) PUBLIC TRANSPORTATION AND/OR CARPOOL OPTIONS AVAILABLE IN THE AREA.
5) EDUCATIONAL MATERIAL ON THE POSITIVE IMPACTS OF AN INTERIOR RELATIVE
HUMIDITY BETWEEN 30-60 PERCENT AND WHAT METHODS AN OCCUPANT MAY USE TO
MAINTAIN SUCH HUMIDITY LEVELS.
6) INFORMATION ABOUT WATER-CONSERVATION LANDSCAPE AND IRRIGATION DESIGN
AND CONTROLLERS WHICH CONSERVE WATER.
7) INSTRUCTIONS FOR MAINTAINING GUTTERS AND DOWNSPOUTS AND THE IMPORTANCE
OF DIVERTING WATER AT LEAST 5 FEET AWAY FROM FOUNDATION.
8) INFORMATION ON REQUIRED ROUTINE MAINTENANCE MEASURES, INCLUDING, BUT NOT
LIMITED TO, CAULKING, PAINTING GRADING AROUND THE BUILDING, ETC.
9) INFORMATION ABOUT STATE SOLAR ENERGY AND INCENTIVE PROGRAMS AVAILABLE.
10) A COPY OF ALL SPECIAL INSPECTION VERIFICATIONS REQUIRED BY THE ENFORCING
AGENCY OR THIS CODE.

A COPY OF A COMPLETE OPERATION AND MAINTENANCE MANUAL AS OUTLINED IN THE NOTES
ABOVE WILL BE DELIVERED TO THE BUILDING OWNER PRIOR TO FINAL INSPECTION.

AN OWNER MANUAL CERTIFICATE SHOULD BE COMPLETED AND SIGNED BY EITHER A LICENSED
GENERAL CONTRACTOR OR A HOME OWNER CERTIFYING THAT A COPY OF THE MANUAL HAS
BEEN DELIVERED/RECEIVED TO THE BUILDING OWNER. A COPY OF THE CERTIFICATION FORM
CAN BE OBTAINED FROM THE DEVELOPMENT SERVICES DEPARTMENT.

WHERE 5 OR MORE MULTIFAMILY DWELLING UNITS ARE CONSTRUCTED, PROVIDE AN ACCESSIBLE
AREA THAT IS IDENTIFIED FOR THE DEPOSITING, STORAGE, OR COLLECTION OF NON-HAZARDOUS
RECYCLABLE MATERIALS.

FIREPLACES (4.503):
ANY INSTALLED GAS FIREPLACE SHALL BE A DIRECT VENT SEALED COMBUSTION TYPE.

POLLUTANT CONTROL (4.504):
4.504.1 DUCT OPENINGS AND OTHER AIR DISTRIBUTION COMPONENT OPENINGS SHALL BE
COVERED DURING CONSTRUCTION.

4.504.2.1 ADHESIVES, SEALANTS AND CAULKS SHALL BE COMPLIANT WITH VOC AND OTHER
TOXIC COMPOUND LIMITS.

4.504.2.2 PAINTS, STAINS AND OTHER COMPONENTS SHALL BE COMPLIANT WITH VOC LIMITS SET
IN CALGREEN 4.504.2.2 AND TABLE 4.504.3.

4.504.2.3 AEROSOL PAINTS AND COATINGS SHALL BE COMPLIANT WITH PRODUCT WEIGHTED MIR
LIMITS FOR VOC AND OTHER TOXIC COMPOUNDS AS SPECIFIED IN CALGREEN 4.504.2.3

A CERTIFICATION COMPLETED AND SIGNED BY EITHER THE GENERAL CONTRACTOR OR
SUBCONTRACTOR, OR THE BUILDING OWNER CERTIFYING THAT THE PAINT, STAIN, AND
ADHESIVES COMPLIES WITH THE REQUIREMENTS OF THE CALIFORNIA GREEN BUILDING CODE. A
COPY OF THE FORM CAN BE OBTAINED FROM THE DEVELOPMENT SERVICES DEPARTMENT.

4.504.3 CARPET AND CARPET SYSTEMS SHALL BE COMPLIANT WITH VOC LIMITS. A LETTER FROM
THE CONTRACTOR, SUBCONTRACTOR, AND/OR THE BUILDING OWNER CERTIFYING WHAT
MATERIAL USED COMPLIES WITH THE CALIFORNIA GREEN BUILDING CODE.

4.504.4 80% OF FLOOR AREA RECEIVING RESILIENT FLOORING SHALL COMPLY WITH ONE OR
MORE OF THE FOLLOWING:
1) PRODUCTS CERTIFIED WITH THE CALIFORNIA DEPARTMENT OF PUBLIC HEALTH,
“STANDARD METHOD FOR THE TESTING AND EVALUATION OF VOLATILE ORGANIC
CHEMICAL EMISSIONS FROM INDOOR SOURCES USING ENVIRONMENTAL CHAMBERS,”
VERSION 1.1, FEBRUARY 2010 (ALSO KNOWN AS SPECIFICATION 01350)"
2) PRODUCTS CERTIFIED UNDER UL GREENGUARD GOLD
3) CERTIFICATION UNDER THE RESILIENT FLOOR COVERING INSTITUTE (RFCI) FLOORSCORE
PROGRAM.

4.504.5 HARDWOOD PLYWOOD, PARTICLEBOARD, AND MEDIUM DENSITY FIBERBOARD (MDF)
COMPOSITE WOOD PRODUCT USED ON THE INTERIOR OR EXTERIOR OF THE BUILDING SHALL
MEET THE REQUIREMENTS FOR FORMALDEHYDE AS SPECIFIED IN ARB’S AIR TOXIC CONTROL
MEASURE FOR COMPOSITE WOOD AS SPECIFIED IN CALGREEN 4.504.5 AND TABLE 4.504.5

A CERTIFICATION COMPLETED AND SIGNED BY THE GENERAL CONTRACTOR, SUBCONTRACTOR,
OR BUILDING OWNER CERTIFYING THAT THE RESILIENT FLOORING, COMPOSITE WOOD
PRODUCT, PLYWOOD, PARTICLE BOARD, ETC. COMPLY WITH THE VOC LIMITS AND
FORMALDEHYDE LIMITS SPECIFIED IN THE NOTES ABOVE AND IN CALGREEN.

2016 CALGREEN MANDATORY MEASURES

INTERIOR MOISTURE CONTROL (4.505):

4.505.2.1 VAPOR RETARDER AND CAPILLARY BREAK SHALL BE INSTALLED AT SLAB ON GRADE
FOUNDATIONS.

4.505.3 BUILDING MATERIALS WITH VISIBLE SIGNS OF OF WATER DAMAGE SHOULD NOT BE
INSTALLED. WALL AND FLOOR FRAMING SHALL NOT BE ENCLOSED WHEN FRAMING MEMBERS
EXCEED 19% MOISTURE CONTENT.

4.505.3.1 THE MOISTURE CONTENT OF BUILDING MATERIALS USED IN WALL AND FLOOR FRAMING
IS CHECKED BEFORE ENCLOSURE. MOISTURE CONTENT SHALL BE VERIFIED BY EITHER A PROBE
TYPE OR CONTACT TYPE MOISTURE METER.

ENVIRONMENTAL COMFORT (4.507):

DUCT SYSTEMS ARE SIZED, DESIGNED AND EQUIPMENT SELECTED USING THE FOLLOWING
METHODS:

1. SIZE DUCT SYSTEMS ACCORDING TO ACCA 29-D (MANUAL D) OR EQUIVALENT.

2. SELECT HEATING AND COOLING EQUIPMENT ACCORDING TO ACCA 36-S (MANUAL S) OR
EQUIVALENT.

INDOOR AIR QUALITY AND EXHAUST (4.506):

4.505.6.1 EXHAUST FANS WHICH TERMINATE OUTSIDE THE BUILDING ARE PROVIDED IN EVERY
BATHROOM THAT CONTAINS A SHOWER OR TUB. UNLESS FUNCTIONING AS A WHOLE HOUSE
VENTILATION SYSTEM, FANS MUST BE CONTROLLED BY A HUMIDISTAT WHICH CAN ADJUST
BETWEEN 50 TO 80 PERCENT.

QUALIFICATIONS (702):
HVAC SYSTEM INSTALLERS ARE TRAINED AND CERTIFIED IN THE INSTALLATION OF HVAC
EQUIPMENT.

VERIFICATIONS (703):

1. VERIFICATION OF COMPLIANCE WITH THIS CODE MAY INCLUDE CONSTRUCTION DOCUMENTS,
PLANS, SPECIFICATIONS, BUILDER OR INSTALLER CERTIFICATION, INSPECTION REPORTS OR
OTHER METHODS ACCEPTABLE TO THE ENFORCING AGENCY WHICH SHOW SUBSTANTIAL
CONFORMANCE.

2. PRIOR TO FINAL INSPECTION, THE LICENSED CONTRACTOR, ARCHITECT, OR ENGINEER
RESPONSIBLE CHARGE OF THE OVERALL CONSTRUCTION MUST PROVIDE TO THE BUILDING DEPT.
OFFICIAL WRITTEN VERIFICATION THAT ALL APPLICABLE PROVISIONS FROM THE GREEN BUILDING
STANDARDS CODE HAVE BEEN IMPLEMENTED AS PART OF THE CONSTRUCTION. (CGC 102.3)

Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056

San Diego Office:
9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545

oneworldarchitecture.com

TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.
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CERTIFICATION

| HEREBY CERTIFY THAT THESE DRAWINGS AND
SPECIFICATIONS WERE PREPARED UNDER MY
SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
CONFORM TO THE CURRENTLY ADOPTED BUILDING
CODES OF SAN DIEGO, CALIFORNIA.

DATE

NOTES &
STANDARDS

C0.2
1826




PESCADERO DRIVE (ALLEY)

REMOVE (E) CURB CUT & INSTALL
CURB PER CITY STANDARDS

(REQUIRES ENCROACHMENT
MAINTENANCE REMOVAL
AGREEMENT)

RECONSTRUCT SIDEWALK, MAINTAINING
EXISTING SCORING PATTERN &
PRESERVING CONTRACTORS STAMP

SITE NOTES

1. THE STRUCTURE WILL BE LOCATED ENTIRELY ON
NATIVE/UNDISTURBED SOIL.

TOTAL DISTURBANCE AREA: 1,557 SQ FT

EARTHWORK QUANTITIES

CUT QUANTITIES: 28 CUBIC YARDS
FILL QUANTITIES: 23 CUBIC YARDS
IMPORT: 0 CUBIC YARDS

EXPORT: 5 CUBIC YARDS

MAX CUT DEPTH : 1.5 FEET

MAX FILL DEPTH: 1.5 FEET

THE PROJECT PROPOSES TO EXPORT 5 CUBIC YARDS
OF MATERIAL FROM THIS SITE.

ALL EXPORTED MATERIAL SHALL BE DISCHARGED TO A
LEGAL DISPOSAL SITE. THE APPROVAL OF THIS PROJECT
DOES NOT ALLOW PROCESSING AND SALE OF THE
MATERIAL, ALL SUCH ACTIVITIES REQUIRE A SEPARATE
CONDITIONAL PERMIT.

MISCELLANEOUS NOTES

1. PRIOR TO ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL INCORPORATE
ANY CONSTRUCTION BEST MANAGEMENT PRACTICES
NECESSARY TO COMPLY WITH CHAPTER 14, ARTICLE 2,
DIVISION 1 (GRADING REGULATIONS) OF THE SAN
DIEGO MUNICIPAL CODE, INTO THE CONSTRUCTION
PLANS OR SPECIFICATIONS.

2. PRIOR TO ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL SUBMIT A
WATER POLLUTION CONTROL PLAN (WPCP). THE WPCP
SHALL BE PREPARED IN ACCORDANCE WITH THE
GUIDELINES IN PART 2 CONSTRUCTION BMP
STANDARDS CHAPTER 4 OF THE CITY'S STORM WATER
STANDARDS.

3. NO EASEMENTS ON PROPERTY

4. EXISTING WATER AND SEWER SERVICES WILL
REMAIN

5. FIRE HYDRANT LOCATED 100" NORTHWEST
OF SIDE PROPERTY LINE, AT CORNER OF
PESCADERO AVENUE & SUNSET CLIFFS BLVD
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PROJECT INFO

ADDRESS
4775 PESCADERO AVENUE
SAN DIEGO, CA 92107

APN: 448-352-28-00

LEGAL DESCRIPTION:
BLOCK 41. LOTS 43 & 44

DATE BUILT: 1939

PROPERTY OWNER:
LUKE GRIFFIN
646.591.6720

ARCHITECT:

ONE WORLD ARCHITECTURE
KEN PAREL-SEWELL, PRINCIPAL
9826 OGRAM DRIVE

LA MESA, CA 91941
619.567.7545

PROJECT SCOPE:

ADDITION & RENOVATION OF AN
EXISTING SINGLE FAMILY HOUSE.
EXPANSION & RENOVATION OF AN
EXISTING DETACHED GARAGE,
INCLUDING THE ADDITION OF A
COMPANION UNIT ABOVE EXISTING
GARAGE.

ZONING INFO

CONSTRUCTION TYPE: \
UNPROTECTED

OCCUPANCY TYPE:

RESIDENTIAL

ZONE: RM-1-1
SITE AREA: 6,978 SF
EXISTING BUILDING AREA:

HOUSE 1ST FLOOR: 1,222 GSF
GARAGE 1ST FLOOR: 671 GSF
PROPOSED BUILDING AREA:

HOUSE 1ST FLOOR: -12 GSF
HOUSE 2ND FLOOR: 782 GSF
GARAGE 1ST FLOOR

(STORAGE): 112 GSF
COMPANION UNIT

(ABOVE GARAGE): 849 SF
TOTAL BUILDING AREAS:

HOUSE: 1,992 GSF
GARAGE: 783 GSF
COMPANION UNIT: 849 GSF
TOTAL GROSS SQ FT: 3,624 GSF
TOTAL LANDSCAPE AREA: 3,174 SF
FLOOR AREA RATIO (F.A.R.)

MAX FAR.: 75
EXISTING FAR.: 18
PROPOSED FAR:: .52

MAX BUILDING HEIGHT: 30

NEW CONST HEIGHT:

HOUSE: 24
GARAGE/COMPANION UNIT: 28'-8 1/2"
EASEMENTS: NONE
REQUIRED SET BACKS:

MIN FRONT: 15’
STANDARD FRONT: 20

MIN SIDE: 5
STANDARD SIDE: 8’

REAR: 5
SETBACK NOTES:

1. COMPANION UNIT MAY ENCROACH
WITHIN THE SIDE & REAR YARD
SETBACKS UP TO THE PROPERTY LINE
SUBJECT TO THE FOLLOWING: A
COMPANION UNIT MAY BE
CONSTRUCTED ABOVE A PERMITTED
GARAGE OR NON-HABITABLE
ACCESSORY STRUCTURE

2. PORTIONS OF EXISTING HOUSE &
GARAGE ENCROACH INTO SIDE & REAR
SETBACKS. EXISTING WALLS SHALL
REMAIN IN PLACE, WHILE ALL
PROPOSED WORK SHALL COMPLY WITH
CURRENT SETBACKS. SEE PROPOSED
FLOOR PLANS AND ELEVATIONS FOR
MORE INFO.

PARKING REQUIREMENTS:
REQUIRED: 2 OFF STREET SPACES
PROVIDED: 2 SPACES IN EXISTING
GARAGE + 1 ADDITIONAL SPACE OFF
ALLEY

EXISTING FIRE SPRINKLER SYSTEM:
NONE IN EXISTING PRIMARY UNIT.

NO SPRINKLER SYSTEM REQUIRED IN
COMPANION UNIT PER SD TECHNICAL
BULLETIN RESD-3-1

SITE LEGEND

PROPERTY LINE

REQ. SETBACK LINE

Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056

San Diego Office:
9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545

oneworldarchitecture.com

TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.
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CERTIFICATION

| HEREBY CERTIFY THAT THESE DRAWINGS AND
SPECIFICATIONS WERE PREPARED UNDER MY
SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
CONFORM TO THE CURRENTLY ADOPTED BUILDING
CODES OF SAN DIEGO, CALIFORNIA.

SITE PLAN
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Applicability Checklist

Page 2of4  City of San Diego * Development Services - Storm Water Requirements Applicability Checklist

Project Address: 4475 Pescadero Avenue, San Diego, CA 92107

Project Number

PART B: Determine Construction Site Priority

This prioritization must be completed within this form, noted on the plans, and included in the SWPPP or WPCP.

The city reserves the right to adjust the priority of projects both before and after construction. Construction
projects are assigned an inspection frequency based on if the project has a “high threat to water quality.” The
City has aligned the local definition of “high threat to water quality” to the risk determination approach of the
State Construction General Permit (CGP). The CGP determines risk level based on project specific sediment risk

"SECTION 1. Construction Storm Water BMP Requirements:
All construction sites are required to implement construction BMPs in accordance with the performance standards

inthe m_gﬁgr_%%mm%%*mg Some sites are additionally required to obtain coverage under the State
Construction General Permit (CGP) , which is administered by the State Regional Water Quality Control Board.
FXI& ‘lVrojccu complete PART A: If project is required to submit a SWPPP or WPCP, continue to

PART A: Determine Construction Phase Storm Water Requirements.

and receiving water risk. Additional inspection is required for projects within the Areas of Special Biclogical Sig-
nificance (ASBS) watershed. NOTE: The construction priority does NOT change construction BMP requirements
that apply to projects; rather, it determines the frequency of inspections that will be conducted by city staff.

Complete PART B and continued to Section 2

1. O ASBS
a. Projects located in the ASBS watershed.

1. Is the project subject to California’s statewide General NPDES permit for Storm Water Discharges
with Construction Activities, also known as the State Construction General Permit (CGP)? (Typically projects with
land disturbance greater than or equal to 1 acre.)

Associated

O ves; swepp required, skip questions 2-4 (8] No; next question

D Yes; WPCP required, skip question 4

2. Does the project propose construction or demolition activity, including but not limited to, clearing, grading,
grubbing, excavation, or any other activity resulting in ground disturbance and/or contact with storm water?

@ Yes; WPCP required, skip questions 3-4 D No; next question

3. Does the progect propose routine maintenance to maintain ori{g(nal line and grade. 'hydrauﬁc capacity, or origi-
nal purpose ement)

f the facility? (Projects such as pipeline/utility rep

D No; next question

2. O High Priority

watershed,

R L) Medium Priority

watershed.

watershed management area.

a. Projects that qualify as Risk Level 2 or Risk Level 3 per the Construction General Permit
(CGP) and not located in the ASBS watershed.

b. Projects that qualify as LUP Type 2 or LUP Type 3 per the CGP and not located in the ASBS

a. Projects that are not located in an ASBS watershed or designated as a High priority site.
b. Projects that qualify as Risk Level 1 or LUP Type 1 per the CGP and not located in an ASBS

¢. WPCP projects (>5,000sf of ground disturbance) located within the Los Penasquitos

.

4. Does the project only include the following Permit types listed below?

glect;ical Permit, Fire Alarm Permit, Fire Sprinkler Permit, Plumbing Permit, Sign Permit, Mechanical Permit,
pa Permit.

Individual Right of Way Permits that exclusively include only ONE of the following activities: water service,
sewer |ateral, or utility service.

Right of Way Permits with a project footprint less than 150 linear feet that exclusively include only ONE of
the foliowin% activities: curb ramp, sidewalk and driveway apron replacement, pot holing, curd and gutter
replacement, and retaining wall encroachments.

(J Yes; no document required

4. [ Low Priority

watershed.

a. Projects not subject to a Medium or High site priority designation and are not located in an ASBS

Check one of the boxes below, and continue to PART B:

D If you checked "Yes" for question 1,
a PP is REQUIRED. Continue to PART B
@ If you checked “No” for question 1, and checked “Yes" for question 2 or 3,

a WPCP is REQUIRED. |f the project ro#os less than 5, square feet
of ground disturbance AND has less than a 5-foot elevation change over the
entire project area, a Minor WPCP may be required instead. Co ue to PART B.

O If you checked “No" for all questions 1-3, and checked “Yes” for question 4
PART B does not apply and no document is required. Continue to Section 2.

1. More information on the City's construction BMP requirements as well as CGP requirements can be found ac
v sandiege govistormwater/regulationsindex shilmi

velopment projects” according to the
BMPs.

nent Storm Water BMP Requirements”.

SECTION 2. Permanent Storm Water BMP Requirements.
Additional information for determining the requirements is found in the Storm Water Standards Manual.

PART C: Determine if Not Subject to Permanent Storm Water Requirements.
Projects that are considered maintenance, or otherwise not categorized as "new development projects” or “rede-
Storm Water Standards Manual

are not subject to Permanent Storm Water

If “no” is checked for all of the numbers in Part C continue to Part D.

If “yes” is checked for any number in Part C, proceed to Part F and check “Not Subject to Perma-

1. Does the project only include interior remodels and/or is the project entirely within an

Printed on recyciea paper. Vit our web sie at

_Upon reguest, this information s avadable in sternstive ‘ormats ‘or persons wah csabiites

Clear Page 1

DS-3e0 (17-78)

existing enclosed structure and does not have the potential to contact storm water? QOves @no
2. Does the project only include the construction of overhead or underground utilities without

creating new impervious surfaces? D Yes @ No
3. Does the project fall under routine maintenance? Examples include, but are not limited to:

roof or exterior structure surface replacement, resurfacing or reconfiguring surface parking

lots or existing roa without expanding the impervious footprint, and routine

replacement of damaged pavement (grinding, overlay, and pothcle repair). QOves @no

Clear Page 2
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PART D: PDP Exempt Requirements.
PDP Exempt projects are required to implement site design and source control BMPs.

If “yes” was checked for any questions in Part D, continue to Part F and check the box labeled
“PDP Exempt.”
If “no” was checked for all questions in Part D, continue to Part E.
1. Does the project ONLY include new or retrofit sidewalks, bicycle lanes, or trails that:
* Are designed and constructed to direct storm water runoff to adjacent vegetated areas, or other
non-erodible permeable areas? Or;
* Are designed and constructed to be hydraulically disconnected from paved streets and roads? Or;
" Green Sticets guldance in the City’s Storm Watbr Standards manuals | o oroance with the
O ves; POP exempt requirements apply @ No: nex: question
2,

Does the project ONLY include retroflttlné or redmlootnsgxistmg alleys, streets or roads desxed
and constructed in accordance with the Green Streets guidance in the City's Storm Water Standards Manual?

O ves; POP exempt requirements apply  [8 No; project not exempe.

PART E: Determine if Project is a Priority Development Project (PDP).
Projects that match one of the definitions below are subject to additional requirements including preparation of
a Storm Water Quality Management Plan (SWQMP).

If

ori

es” is checked for any number in PART E, continue to PART F and check the box labeled “Pri-
Development Project”.

If “no” is checked for every number in PART E, continue to PART F and check the box labeled
“Standard Development Project”.

14

New Development that creates 10,000 square feet or more of impervious surfaces
collectively the project site. This includes commercial, industrial, residential,
mixed-use, and public development projects on public or private land.

Oves @no

Redevelopment project that creates and/or r:g:’am 5,000 square feet or more of
impervious surfaces on an existing site of 10, squanfmarmoﬂn?cm
surfaces. This includes commercial, industrial, residential, mixed-use, and public
development projects on public or private land.

Oves @no
New development or redevelopment of a restaurant. Faciities that se/l prepared foods
and drinks for consumption, including stationary lunch counters and refreshment stands selling
prepared foods and drinks for immediate consumption (SIC 5812), and where the land
development creates and/or replace 5,000 square feet or more of impervious surface. Oves @no

New development or redevelopment on a hillside. The project creates and/or replaces
5,000 square feet or more of impervious surface (col lecﬁveg' &er the project site) and where
the development will grade on any natural slope that is twenty-five percent or greater.

DYes @No

New development or redevelopment of a parkin? lot that creates and/or

5,000 square feet or more of impervious surface (collectively over the project site). Oves @no

New nt or redevelopment of streets, roads, highways, and
driveways. The project creates and/or replaces 5,000 square feet or more of impervious
surface (collectively over the project site). 0 ves @ no

Clear Page 3
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7. New development or redevelopment disch

arging directly to an Environmentally
Sensitive Area. The project creates and/or replaces 2,500 square feet of impervious surface
(collectively over project site), and discharges directly to an Environmental sitive
Area (ESA). “Discharging directly to” includes flow that is conveyed overiand a distance of 200
feet or less from the project to the ESA, or conveyed in a pipe or open channel any distance
as an isolated flow from the project to the ESA (i.e. not commingied with flows from adjacent

st construction, such as fertilizers and pesticides.

with pervious surfaces of

10. Other Pollutant Generating Project. The project is not covered in the categories above,
results in the disturbance of one or more acres of land and is expected to generate poliutants

This does not include projects creating

lands). Dves @ No
8. New development or redevelopment projects of a retail outlet (RGO) that

create and/or replaces 5,000 square feet of i surface. The development

project meets the following criteria: (a) 5,000 square feet or more or (b) has a projected

Average Dally Traffic (ADT§of 100 or more vehicles per day. O ves @ No
S. New development or redevel ent of an automotive r that

creates and/or replaces s.ooomn or more of msum’h?"oeveloprmm

gro’eas categorized in any one of Standard Industrial Classification (SIC) codes 5013, 5014,

1, 7532-7534, or 7536-7539. O ves @no

ess than 5,000 sf of impervious surface and where added landscaping does not require regular

use of pesticides and fertilizers, such as slope stabilization using native plamts. Caiculation of

the square footage of impervious surface need not include linear pathways that are for infrequent

vehicle use, such as emerﬁency maintenance access or bicycle pedestrian use, if they are buikt
they sheet flow to surrounding pervious surfaces.

D ves @ no

PART F: Select the appropriate category based on the outcomes of PART C through PART E.

1. The project is NOT SUBJECT TO PERMANENT STORM WATER REQUIREMENTS. O
2. Theprojectis a STANDARD DEVELOPMENT PROJECT. Site design and source control
BMP requirements apply. See the Storm Water Standards Manual for guidance. O]
3. The project is PDP EXEMPT. Site design and source control BMP requirements apply.
See the Storm Water Standards Manual for guidance. O
4, The projectis a PRIORITY DEVELOPMENT PROJECT. Site design, source control, and
structural pollutant control BMP requirements apply. See the Storm Water Standards Manual
for guidance on determining if project requires a hydromedification plan management O
KEN PAREL-SEWELL ARCHITECT
Name of Owner or Agent (Please Print) Title
Kfﬂ' /P“‘/—g"” 04/15/2019
Signature Date
Clear Page 4

Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056

San Diego Office:
9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545
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TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2019 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.
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CERTIFICATION

| HEREBY CERTIFY THAT THESE DRAWINGS AND
SPECIFICATIONS WERE PREPARED UNDER MY
SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
CONFORM TO THE CURRENTLY ADOPTED BUILDING
CODES OF SAN DIEGO, CALIFORNIA.
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TERMS OF USE
DEMOLITION KEYNOTES 1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING

DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.

EXISTING ROUGH OPENING OR

MODIFY FOR NEW WINDOW. REFER TO WORK OR BE RESPONSIBLE FOR SAME.
PROPOSED FLOOR PLAN FOR

PROPOSED WINDOW LOCATIONS & 2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SIZES. SCALED.

REMOVE EXISTING EXTERIOR DOOR. 3. ALL DESIGNS ©COPYRIGHT 2019 KEN PAREL-SEWELL
INFILL EXISTING ROUGH OPENING OR ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
MODIFY OPENING FOR NEW DOOR OR ALL RIGHTS RESERVED.

\é\CAN,\EJ)(F)(\)NR FéEgEEJS(EgFE%PSSED FLOOR 4. THE CONTRACT DOCUMENTS CONSIST OF THE
LOCATIONS & SIZES. AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL

PREPARE NEW ROUGH OPNING FOR GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
NEW WINDOW. REFER TO PROPOSED CHANGES ORDERS, AND OTHER APPROVED
FLOOR PLAN FOR PROPOSED WINDOW MODIFICATIONS TO THE CONTRACT.

LOCATION [ZES.
OCATIONS & SIZES 5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH

SUBCONTRACTOR, PRIOR TO SIGNING
REMOVE ALL EXSTNG KITCHEN
FINISHES. CAP & REMOVE PLUMBING CONTRACT DOCUMENTS AND KEEP ALL
LINES AS REQ'D FOR NEW PLUMBING CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
WORK. REFER TO MEP PLANS E11 & CHANGES TO THE CONTRACT DOCUMENTS
EL.2 FOR LOCATIONS OF PROPOSED THROUGHOUT THE PROJECT.
gfﬂgggg géﬁgg?ﬁéé%gﬁﬁc 6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES
CABINETS. APPLIANCES OR FIXTURES AND CONDITIONS AND PROJECT MANUAL TERMS THAT
PER OWNER REQUEST MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.
REMOVE ALL EXISTING BATHROOM
CABINETS, FIXTURES, & FINISHES. CAP & 7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
e= =y === REMOVE PLUMBING LINES AS REQ'D SHOW CONFIGURATION, QUANTITY, AND GENERAL
T RN PLUBING WoR ErETo
| | MEP PLANS E1.1 & E1.2 FOR LOCATIONS
OF PROPOSED PLUMBING WORK. AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
; L SALVAGE OR REUSE ANY EXISTING BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
l Iy 7 CABINETS OR FIXTURES PER OWNER DESIGN DOCUMENTS. SCOPE INCLUDES
|:| : | : :: REQUEST. ARCHITECTURAL WORK ONLY.
u | ]
l-'ll_ - : (E) BEDROOM ¥ REMOVE EXISTING EXTERIOR WALL AS
LT | REQUIRED FOR PROPOSED PLAN.
i D6 |
(E) BEDROOM ' ,
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B T B B (E) KITCHEN A C N o
DEMOLITION NOTES v Vo O
- = ()] > - '
1. HAZARDOUS MATERIALS: IT IS NOT EXPECTED THAT < %
h HAZARDOUS MATERIALS WILL BE ENCOUNTERED IN m o O |
[ | THE WORK. HAZARDOUS MATERIALS WILL BE =< N
1 REMOVE ENTIRE ROOF & CEILING FRAMING, I REMOVED BY OWNER BEFORE THE START OF THE % O LN
I;; ALL INTERIOR WALLS & PARTITIONS, AND : vazi}ééghﬂéﬁﬁﬁ :BSS;FE{EEE\I%gEJﬁ?ENRL%NEl)I\(I)G : C % - \p]
o ALL FIXTURES, APPLIANCES, AND FINISHES { NOT DISTURB; IMMEDIATELY NOTIFY ARCHITECT AND - £ 0 0 al)
A (E) DINING RM .o OWNER. HAZARDOUS MATERIALS WILL BE REMOVED = 8 (@) <
BY OWNER UNDER A SEPARATE CONTRACT. O a Q <
- e
- W iyttt 2. EXISTING UTILITIES: LOCATE, IDENTIFY, h (O] Z
— | | | | DISCONNECT, AND SEAL OR CAP OFF INDICATED X N C
! [ I | | UTILITIES SERVING BUILDINGS & STRUCTURES TO BE G SN © (al
! ! ! ! DEMOLISHED. — <t O <C
- e - | T T T ] ~
M= e T \ ///"' 3. TEMPORARY SHORING: PROVIDE & MAINTAIN e
¥ S | % a INTERIOR & EXTERIOR SHORING, BRACING, OR
! 77\ I N - STRUCTURAL SUPPORT TO PRESERVE STABILITY & PRINT DATE: MAY 31, 2019
= ! N e PREVENT UNEXPECTED MOVEMENT OR COLLAPSE OF PROJECT PHASE: COASTAL DEVELOPMENT
- i % S N CONSTRUCTION BEING DEMOLISHED. PERMIT
CToIoTToITToIT I | [\
// { /5" I ! X 4. EXISTING ITEMS TO REMAIN: PROTECT
— 7 [ 'j CONSTRUCTION INDICATED TO REMAIN AGAINST rev. date. remark
S— \ 7 I DAMAGE AND SOILING DURING DEMOLITION. WHEN
[ Y || _J PERMITTED BY ARCHITECT, ITEMS MAY BE REMOVED
~1 | TO A SUITABLE, PROTECTED STORAGE LOCATION
(E) BATHROOM I I DURING DEMOLITION AND REINSTALLED IN THEIR
¥ || (E) LIVING RM ORIGINAL LOCATIONS AFTER DEMOLITION
Iy || —»‘ OPERATIONS ARE COMPLETE.
| R | - ]
[ Iy 5. REPAIRS: PROMPTLY REPAIR DAMAGE TO
—————————————— i \ /7 ' I ADJACENT CONSTRUCTION CAUSED BY BUILDING C E RTI F I CATI O N
(E)GARAGE T T T T T T T T T T T T T % I il DEMOLITION OPERATIONS. WHERE REPAIRS TO
Seo I : EXISTING SURFACES ARE REQUIRED, PATCH TO | HEREBY CERTIFY THAT THESE DRAWINGS AND
_ I : Ly PRODUCE SURFACES SUITABLE FOR NEW MATERIALS. SPECIFICATIONS WERE PREPARED UNDER MY
1 — L RESTORE EXPOSED FINISHES OF PATCHED AREAS SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
L - AND EXTAND RESTORATION INTO ADJOINING CONFORM TO THE CURRENTLY ADOPTED BUILDING
Iy CONSTRUCTION IN A MANNER THAT ELIMINATES CODES OF SAN DIEGO, CALIFORNIA.
REMOVE ENTIRE ROOE & 4 L EVIDENCE OF PATCHING AND REFINISHING.
I I
CEILING STRUCTURE 'i (E) BEDROOM | : 6. RECYCLING DEMOLISHED MATERIALS: SEPARATE DATE
|| ! L RECYCLABLE DEMOLISHED MATERIALS FROM OTHER
0 e o DEMOLISHED MATERIALS TO THE MAXIMUM EXTANT
= | |——————= [ | POSSIBLE. SEPARATE RECYCLABLE MATERIALS BY
- P TYPE. TRANSPORT RECYCLABLE MATERIALS OFF
AN %\:\/ETAER S PROPERTY AND LEGALLY DISPOSE OF
/BN :
[ N
b 7. DISPOSAL OF DEMOLISHED MATERIALS: EXCPET
— S r A p——— FOR ITEMS OR MATERIALS INDICATED TO BE REUSED,
o SALVAGED, REINSTALLED, OR OTHERWISE INDICATED
TO REMAIN OWNER'S PROPERTY, REMOVE
DEMOLISHED MATERIALS FROM PROJECT SITE AND
LEGALLY DISPOSE OF THEM IN AN EPA-APPROVED
LANDFILL. DO NOT ALLOW DEMOLISHED MATERIALS
TO ACCUMULATE ON-SITE. REMOVE AND TRANSPORT
DEBRIS IN A MANNER THAT WILL PREVENT SPILLAGE
ON ADJACENT SURFACES AND AREAS. DO NOT BURN
DEMOLISHED MATERIALS. TRANSPORT DEMOLISHED
MATERIALS OFF OWNER'S PROPERTY AND LEGALLY
DISPOSE OF THEM. DEMOLITION
8. CLEANING: CLEAN ADJACENT STRUCTURES AND
IMPROVEMENTS OF DUST, DIRT, AND DEBRIS CASUED
BY BUILDING DEMOLITION OPERATIONS. RETURN P LA N S
ADJACENT AREAS TO CONDITION EXISTING BEFORE
BUILDING DEMOLITION OPERATIONS BEGAN.
1 I GARAGE DEMOLITION PLAN 1 I FIRST FLOOR DEMOLITION PLAN
| SCALE :: 1/4" =1-0" | SCALE :: 1/4" =1-0" [ ]
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TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
4/A4.1 CONTRACT DOCUMENTS AND KEEP ALL
~ CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS

25'-8 3/4" 11'-1" THROUGHOUT THE PROJECT.

, ] o 6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

19'-4 3/4 L 6'-4 AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO

_ Igg:l SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
i PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
S AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
2/A4.2 . M BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
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[ ] EXISTING WALL TO REMAIN
7] EXISTING WALL TO BE DEMO'D

I NEW EXTERIOR WALL
] NEWINTERIOR WALL
[ NEW EXTERIOR CLADDING
W-01 WINDOW
DOOR
KEYNOTE

WALL & FLOOR TYPES

SEE SHEET A0.1 FOR WALL, FLOOR, &
ROOF DETAILS

EXTERIOR WALL W/ CONTINUOUS
INSULATION & STUCCO CLADDING

EXTERIOR WALL W/ CONTINUOUS
INSULATION & FIBER CEMENT SIDING

EXTERIOR WALL W/ STUCCO
CLADDING (NO CONT. INSUL)

EXTERIOR WALL W/ FIBER CEMENT
SIDING (NO CONT. INSUL)
INTERIOR PARTITION

INTERIOR WALL W/ TILE

ROOF SYSTEM

CEILING SYSTEM

WOOD FLOOR ON SLAB

TILE FLOOR ON SLAB

WOOD FLOOR OVER CRAWLSPACE

® 000000 @ 0@

TILE FLOOR OVER CRAWLSPACE

TYPICAL PLAN NOTES

MINIMUM ROOM DIMENSIONS (R304 & R305):
1. AT LEAST ONE HABITABLE ROOM SHALL HAVE
NOT LESS THAN 120 S.F. AND OTHER HABITABLE
ROOMS SHALL HAVE A FLOOR AREA OF NOT
LESS THAN 70 S.F.

2. HABITABLE ROOMS SHALL NOT BE LESS THAN
7 FT IN ANY HORIZONTAL DIRECTION.

3. HABITABLE SPACE, HALLWAYS, BATHROOMS,
TOILET ROOMS, AND LAUNDRY ROOMS SHALL
HAVE A CEILING HEIGHT OF NOT LESS THAN 7
FT.

LIGHT (R303):

ALL ROOMS REQUIRE NATURAL LIGHT BY
MEANS OF EXTERIOR WINDOWS OR SKYLIGHTS
MIN 8% OF THE FLOOR AREA OF THE ROOM.

FLOOR PLAN KEYNOTES

SEE E1.1 MEP PLAN FOR ALL PROPOSED
PLUMBING FIXTURE NOTES, POSITIONS,
CLEARANCES, AND OTHER RELEVANT
INFORMATION.

SEE E1.1 MEP PLAN FOR NOTES AND
INFORMATION RELATED TO MECHANICAL
DUCTWORK, EXHAUST FANS, ETC.

Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056
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9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545
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TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.
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CERTIFICATION

| HEREBY CERTIFY THAT THESE DRAWINGS AND
SPECIFICATIONS WERE PREPARED UNDER MY
SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
CONFORM TO THE CURRENTLY ADOPTED BUILDING
CODES OF SAN DIEGO, CALIFORNIA.
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ROOFING NOTES

1. ALL NEW ROOFS TO BE ASPHALT SHINGLE,
OVER 30# FELT PAPER, OVER 3/4" PLYWOOD
SHEATHING. SEE TYPICAL ROOF DETAIL ON
AO.1.

2. ASPHALT SHINGLES: TIMBERLINE COOL
SERIES OR APPROVED EQ. TO COMPLY WITH
TITLE 24 REQUIREMENTS.

3. TO PREVENT DECK COMBUSTION, CLOSE ALL
GAPS BETWEEN ROOF COVERING AND ROOF
DECK WITH APPROVED, NON-COMBUSTIBLE
FIRE-STOPPING.

4. ALL ROOFING SHALL HAVE A CLASS A FIRE
RATING

5. ALL ROOF VENTS SHALL BE PROTECTED BY
LOUVERS & 1/8" NONCOMBUSTIBLE ,
CORROSION-RESISTANT MESH (EXCEPTION:
APPROVED VENTS RESISTING INTRUSION OF
FLAMES & EMBERS). TURBINE ATTIC VENTS
MUST BE EQUIPPED TO ALLOW ROTATION IN
ONLY ONE DIRECTION.

6. ALL NEW ALUMINUM GUTTERS TO MATCH
EXISTING GUTTER SIZE & PROFILE. ALL
GUTTERS SHALL BE PROVIDED WITH GUTTER
GUARDS OR OTHER APPROVED MEANS TO
PREVENT ACCUMULATION OF LEAVES AND
DEBRIS.

7. ALL NEW ALUMINUM DOWNSPOUTS TO
MATCH EXISTING DOWNSPOUT SIZE & PROFILE

8. TO PREVENT DECK COMBUSTION, CLOSE ALL
GAPS BETWEEN ROOF COVERING AND ROOF
DECK WITH APPROVED, NON-COMBUSTIBLE
FIRE-STOPPING, PER SAN DIEGO COUNTY
BUILDING CODE 92.1.705A.2.

9. EXPOSED VALLEY FLASHINGS SHALL BE
CONSTRUCTED WITH MINIMUM 26-GAUGE
CORROSION RESISTANT METAL, INSTALLED
OVER 36" WIDE SINGLE LAYER OF NO. 72 ASTM
CAP SHEET RUNNING FULL LENGTH OF VALLEY,
PER SAN DIEGO COUNTY BUILDING CODE
92.1.705A.3

10. PAPER-FACED INSULATION PROHIBITED IN
ATTICS OR OTHER VENTILATED SPACES.

5" ALUMINUM GUTTER.

ALUMINUM DOWNSPOUT

ROOF VENTS:
60 IN. ALUMINUM SLANT BACK STATIC
ROOF LOUVERS (MANUF: MASTER
FLOW SSB960 OR APPROVED EQ.)
4 VENTS TOTAL AT NEW ROOF

ROOF EL:
+8'-8"

Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056

San Diego Office:
9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545

oneworldarchitecture.com

TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.

()
OV
[ -
()
()}
O -
v IS O
Q 23 o
oz oo o
0 << o
| c3TY ¥
N : U‘ 1
£ 558 ¢
= | 0o 2 <
— ;qc)Ec g
O 358 &

PRINT DATE: MARCH 12, 2020
PROJECT PHASE: COASTAL DEVELOPMENT

PERMIT
rev. date. remark

CERTIFICATION

| HEREBY CERTIFY THAT THESE DRAWINGS AND
SPECIFICATIONS WERE PREPARED UNDER MY
SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
CONFORM TO THE CURRENTLY ADOPTED BUILDING
CODES OF SAN DIEGO, CALIFORNIA.

PROPOSED
ROOF PLANS

AS.1




Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056

San Diego Office:
9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545

oneworldarchitecture.com

TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE

SCALED.
FIBER CEMENT FIBER CEMENT
SHINGLE SIDING SHINGLE SIDING
FINISH COLOR: BROWN

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL

ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
FINISH COLOR: BROWN ALL RIGHTS RESERVED.
ASPHALT SHINGLE ROOF

ASPHALT SHINGLE ROOF

4. THE CONTRACT DOCUMENTS CONSIST OF THE
ROOF

—_— . e s e e 4 — s — s — . — . — . — . — . — . — . — . v e + o e o e o e s e o e o e o efm . e o e . e s e o e e o e o e o e o e s e o e ¢ e+ o+ e — . — — i — — s — —————— L\ . . e . e . ——————— AGREEMENT BETWEEN THE OWNER AND THE
22’-0” CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED

MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

COVERED PORCH

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

COMPOSITE COLUMN,

1-10
> / PAINTED WHITE

H L TREATED WOOD
© GUARDRAIL

N

I

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
——————————————————— —— C— — w PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
| ) AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.

@ 42" AFF

FIBER CEMENT CLAD COLUMN,
PAINTED WHITE

FIBER CEMENT TRIM
FINISH COLOR: WHITE

TYP. AT ALL EXTERIOR FIBER CEMENT TRIM
TRIM COVERED PATIO FINISH COLOR: WHITE
TYP. AT ALL EXTERIOR
COMPOSITE COLUMN, TRIM @
PAINTED WHITE —
FIBER CEMENT LAP SIDING (§)
FINISH COLOR: BLUE-GRAY ———
— == oI - . _ . MW _ o _ . _. — —FIRSTFLOOR :
01_0” m
| | GRADE (LOW v
e e L U —caoe Lo T w
EXISTING & FIBER CEMENT LAP SIDING C ~ o
PROPOSED GRADE FINISH COLOR: BLUE-GRAY EXISTING & EXISTING & m G>) (@) OI
-1-3" PROPOSED GRADE PROPOSED GRADE v < &' [
4 I MAIN HOUSE SIDE (WEST)ELEVATION -2'-0" -1-3° 3 I MAIN HOUSE REAR (SOUTH) ELEVATION m o O ('}l
| SCALE = 1/4"= 10" | SCALE = 1/4"= 10" qL) 6 %
©
g "o XD
~ Q0 9 <
(1~ Oa 5 <
(OINTe) —
— x~Nc Z
G| 355 &
— <t n <C
PRINT DATE: MARCH 12, 2020
EEIE\IRGCIEE"QIED":LG PROJECT PHASE: COASTAL DEVELOPMENT
ASPHALT SHINGLE ROOF EINISH COLOR: BROWN COVERED BALCONY ASPHALT SHINGLE ROOF I PERMIT
e ] e e e e e o e e s e o e ) L L L L s s e e e e —  —  — s s — PR S —ROOF rev. date. remark
N 22,_0”
‘ | HEREBY CERTIFY THAT THESE DRAWINGS AND
Ll SPECIFICATIONS WERE PREPARED UNDER MY
2 COVERED PORCH I SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
o CONFORM TO THE CURRENTLY ADOPTED BUILDING
O N ‘ CODES OF SAN DIEGO, CALIFORNIA.
= o
2 o
G K DATE
E' PROPOSED ROOF |
® |2 U0l ILUROE L BT ) ey vt o R SRR B e _l e SECOND FLOOR,
- u- b ”
S| S 10-0
T
O
i e (E) WALLS
= (E) WALLS | ENcroACH INTO I~/ PaAREL-SEWELL
o SIDE SETBACK
—l Ll
2 z
- | PROPOSED FRONT PORCH -
COVERED PATIO " PROPOSED FRONT PORCH <
3 I o
S o
[a
g o
[0
....... _ = _._._ . _|_|=& __FRSTFLO0R ELEVATIONS
01_0”
—
! (MAIN HOUSE)
4 — - ... _|. ........... \— . .|_ GRADE (LOW
I- n I- " _2,_0”
FIBER CEMENT LAP SIDING EXISTING & ) >-0 ) PROPOSED FRONT DOOR FIBER CEMENT EXISTING & ) >0 D
EXISTING & FINISH COLOR: BLUE-GRAY PROPOSED GRADE | SIDESETBACK | FINISH ?:HO'[‘OGRL_EBSF:(D)'V':‘Iﬁ PROPOSED GRADE | sioesetBACK |
PROPOSED GRADE -3 FIBER CEMENT LAP SIDING ' -3
T 2 I MAIN HOUSE SIDE (EAST) ELEVATION FINISH COLOR: BLUE-GRAY 1 I MAIN HOUSE FRONT (NORTH) ELEVATION

| SCALE :: ]/4” = ]'_O” | SCALE :: ]/4" = ]I_OI' m




TREATED 2X PERGOLA STRUCTURE,

PAINTED WHITE —\

ASPHALT SHINGLE ROOF ——

— 6 —

TREATED 2X PERGOLA STRUCTURE,

COMPOSITE COLUMNS,
PAINTED WHITE, TYP —
\_ TREATED WOOD
GUARDRAIL
@ 42" AFF, TYP
PARAPET WALL

@ 42" AFF
________________________l‘__l':________ ............................. :

COMPOSITE COLUMNS, |

TREATED WOOD
GUARDRAIL

PAINTED WHITE, TYP \ — 4

@ 42" AFF, TYP —\

ASPHALT SHINGLE
ROOF BEYOND

\

3-6"

il -

TREATED 2X PERGOLA STRUCTURE,

PAINTED WHITE —\

4 I ACCESSORY STRUCTURE EAST ELEVATION
| SCALE :: 1/4" = 10"

DE

28'-5"
BUILDING HEIGHT FROM LOWEST GRA

=

PARAPET WALL @ 42"
AFF

COMPOSITE COLUMNS,
/ PAINTED WHITE, TYP

1y

GUARDRAIL
@ 42" AFF, TYP
— s — - = —
ll J
o \
)
|

12
|16

TREATED WOOD STAIRS,
PAINTED WHITE, TYP

30"

3-0"

10"

7 1/4"

FIBER CEMENT LAP SIDING
FINISH COLOR: BLUE-GRAY

2 I ACCESSORY STRUCTURE WEST ELEVATION
| SCALE = 1747 = 10"

FIBER CEMENT LAP SIDING
FINISH COLOR: BLUE-GRAY

—+

FIBER CEMENT TRIM
FINISH COLOR: WHITE

TYP. AT ALL EXTERIOR
TRIM

FIBER CEMENT TRIM
FINISH COLOR: WHITE
TYP. AT ALL EXTERIOR
TRIM

FIBER CEMENT LAP SIDING
FINISH COLOR: BLUE-GRAY

9'-10"

9'-0"

PAINTED WHITE
L __\ ................................. ___T/PERGOLA

26’-5”

T/ ROOF
20-10”

ROOF DECK

16-10"

.4 SECOND FLOOR (ADU)

7)_0”

| FIRST FLOOR (HOUSE)

01_011

T/ SLAB

3 I ACCESSORY STRUCTURE NORTH ELEVATION

TREATED 2X PERGOLA STRUCTURE,

PAINTED WHITE
........................................ \

| SCALE = 1/4"=1-0"

COMPOSITE COLUMNS, /
PAINTED WHITE, TYP

FIBER CEMENT TRIM 1
FINISH COLOR: WHITE —
TYP. AT ALL EXTERIOR

TRIM

/— COMPOSITE COLUMNS,

PAINTED WHITE, TYP STAIRS 1

BEYOND

9'-10"

FIBER CEMENT TRIM
FINISH COLOR: WHITE

TYP. AT ALL EXTERIOR
TRIM

90"

_ﬂ"ﬂ_'ﬂ_ﬂ'_ﬂ"ﬂ_ﬂ_ﬂ"ﬂ_'ﬂ_ﬂ'_ﬂ"ﬂ_ﬂ_ﬂ"ﬂ'| .......................

_21_0”

T/ PERGOLA

26"5”

T/ ROOF
20-10

ROOF DECK

16™-10

__ SECOND FLOOR (ADU

71_011

__ FIRST FLOOR (HOUSE)

05_011

T/ SLAB

FIBER CEMENT LAP SIDING
FINISH COLOR: BLUE-GRAY

1 I ACCESSORY STRUCTURE SOUTH ELEVATION

| SCALE = 1/4"= 10"

_21_011

WORLD

©” ARCHITECTURE

Louisville Office:
414 Baxter Ave., Ste 101 Louisville, KY 40204
T:502.212.2056

San Diego Office:
9826 Ogram Dr., La Mesa, CA 91941
T: 619.567.7545

oneworldarchitecture.com

TERMS OF USE

1. CONTRACTOR TO VERIFY ALL PROPOSED & EXISTING
DIMENSIONS, QUANTITIES, & FIELD CONDITIONS AS
REQUIRED FOR PROPER COMPLETION OF WORK.
CONTRACTOR TO NOTIFY ARCHITECT IN WRITING OF
ANY DISCREPANCIES BEFORE PROCEEDING WITH
WORK OR BE RESPONSIBLE FOR SAME.

2. UNDER NO CIRCUMSTANCES ARE DRAWINGS TO BE
SCALED.

3. ALL DESIGNS ©COPYRIGHT 2020 KEN PAREL-SEWELL
ARCHITECTS INC. (DBA ONE WORLD ARCHITECTURE).
ALL RIGHTS RESERVED.

4. THE CONTRACT DOCUMENTS CONSIST OF THE
AGREEMENT BETWEEN THE OWNER AND THE
CONTRACTOR, THE PROJECT MANUAL (IF ANY), ALL
GENERAL NOTES, SHEETS, DRAWINGS, ADDENDA,
CHANGES ORDERS, AND OTHER APPROVED
MODIFICATIONS TO THE CONTRACT.

5. CONTRACTOR SHALL MAKE AVAILABLE TO EACH
SUBCONTRACTOR, PRIOR TO SIGNING
SUBCONTRACTS, COMPLETE COPIES OF THE
CONTRACT DOCUMENTS AND KEEP ALL
CONTRACTORS UP TO DATE WITH ALL REVISIONS AND
CHANGES TO THE CONTRACT DOCUMENTS
THROUGHOUT THE PROJECT.

6. SUBCONTRACTORS ARE BOUND TO GENERAL NOTES

AND CONDITIONS AND PROJECT MANUAL TERMS THAT

MAY BE SHOWN ON PAGES OTHER THAN WHERE THEIR
WORK IS INDICATED.

7. ARCHITECTURAL DRAWINGS ARE INTENDED TO
SHOW CONFIGURATION, QUANTITY, AND GENERAL
TYPES OF CONSTRUCTION SYSTEMS. SPECIFIC
PRODUCTS ARE TO BE SELECTED BY CONTRACTOR
AND OWNER . NOTIFY ARCHITECT OF ANY CONFLICT
BETWEEN SYSTEMS OR PRODUCTS SELECTED AND
DESIGN DOCUMENTS. SCOPE INCLUDES
ARCHITECTURAL WORK ONLY.

()]

(8

| -

()]

O v

[ 1] C'\ o

4, 9 9

) Iy

(a4 oo o
0 << o

| c3TY ¥

n H U‘ 1

E | 558 %

- 00-5 <

— gEc g

O 338 %

PRINT DATE: MARCH 12, 2020
PROJECT PHASE: COASTAL DEVELOPMENT

PERMIT
rev. date. remark

CERTIFICATION

| HEREBY CERTIFY THAT THESE DRAWINGS AND
SPECIFICATIONS WERE PREPARED UNDER MY
SUPERVISION AND TO THE BEST OF MY KNOWLEDGE
CONFORM TO THE CURRENTLY ADOPTED BUILDING
CODES OF SAN DIEGO, CALIFORNIA.

ELEVATIONS

(ACCESSORY STRUCTURE)




